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FOR SAFE USE OF YOUR CAMERA
Thank you for buying a Samsung Digital Camera.

Prior to using this camera, please read this user manual thoroughly.

When you require After Sales service, please bring the camera and the cause of the camera

malfunction (such as battery, Memory card etc.) to the After Sales centre.

Please ensure that your camera is operating properly well before you intend to use it (e.g. for a trip or

an important event) to avoid disappointment. Samsung Cameras take no responsibility for any loss or

damages that may result from camera malfunction.

Keep the manual in a safe place.

Microsoft, Windows and Windows logo are registered trademarks of Microsoft Corporation

incorporated in the United States and/or other countries.

All brand and product names appearing in this manual are registered trademarks of their respective

companies.

DANGER
DANGER indicates an imminently hazardous situation which, if not avoided, will result

in death or serious injury.

WARNING
WARNING indicates a potentially hazardous situation, which, if not avoided, could

result in death or serious injury.

CAUTION
CAUTION indicates a potentially hazardous situation, which, if not avoided, may result

in a minor or moderate injury.

This manual contains instructions that will help you to use this camera safely and correctly. This

will help prevent danger and injury to others.
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Danger
Do not attempt to modify this camera in any way. This may result in fire, injury, electric shock or
severe damage to you or your camera. Internal inspection, maintenance and repairs should be
carried out by your dealer or Samsung Camera Service centre.
Please do not use this product in close proximity to flammable or explosive gases, as this could
increase the risk of explosion.
Should any form of liquid or a foreign object enter the camera, do not use it. Switch off the camera,
and then disconnect the power source (batteries or AC Power Adapter).
You must contact your dealer or Samsung Camera Service centre. Do not continue to use the
camera as this may cause a fire or electric shock.
Do not insert or drop metallic or inflammable foreign objects into the camera through access points
e.g. the memory card slot and battery chamber. This may cause a fire or electric shock.
Do not operate this camera with wet hands. This could pose a risk of electric shock.

Warning

Do not use the flash in close proximity to people or animals. Positioning the flash too close to your
subject’s eyes, may cause eyesight damage.
When taking photographs, never point the lens of the camera directly into very strong light. This may
result in permanent damage to your eyesight.
For safety reasons keep this product and accessories out of reach of children or animals to prevent
accidents e.g.:

Swallowing batteries or small camera accessories. If an accident should occur, please consult a
doctor immediately.
There is the possibility of injury from the camera’s moving parts.

Batteries and camera may become hot during prolonged use which may result in camera malfunction.
Should this be the case, allow the camera to sit idle for a few minutes to allow it time to cool.
Do not recharge non rechargeable batteries. This may cause an explosion.
Do not leave this camera in places subject to extremely high temperatures, such as a sealed vehicle,
direct sunlight or other places of extreme variances in temperature. 
Exposure to extreme temperatures may adversely affect the camera s internal components and could
cause a fire.
When in use, do not cover the camera or AC Power Adapter. This may cause heat to build up and
distort the camera body or cause a fire. Always use the camera and its accessories in a well-ventilated
area.
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Caution
Leaking, overheating, or burst batteries could result in fire or injury.

Use batteries with the correct specification for the camera.
Do not short circuit, heat or dispose of battery in fire.
Do not insert the batteries with polarities reversed.

Remove the batteries when not planning to use the camera for a long period of time.
Batteries may leak corrosive electrolyte and permanently damage the camera's components.
Do not fire the flash while it is in contact with hands or objects. Do not touch the flash after using it
continuously. It may cause burns.
If you are using the AC power adaptor be careful when moving the camera.
After use, always switch off the camera before unplugging the adapter from the wall socket. Then
make sure that any connector cords or cables to other devices are disconnected before moving the
camera. Failure to do so may damage the cords or cables and cause a fire or electric shock.
The Lens is attached to the camera body. Do not drop or press the lens by force.
It may cause a camera malfunction.
Do not pull the lens by hand or do not rotate the zoom ring quickly. It may cause a camera
malfunction. Please be careful when using the lens.
Do not extract the external flash from the camera by force. It may cause damage to the top of the
camera.

Only use specified batteries with this camera. Use of other batteries can cause overheating or
explosion.
Replace the batteries at the same time. Do not mix battery brands, type or an old battery with a new
one. It may cause explosion or overheating.
The battery should be inserted correctly with regard to polarity (+ and -) marked on the battery and
the camera.
AA lithium batteries, AA alkaline batteries and CR-V3 are not rechargeable. Do not disassemble the
battery. Recharging and disassembling can cause explosion or overheating.

PRECAUTIONS FOR BATTERY USAGE
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Checking the Contents of the Package
The following accessories are packaged with your camera.
Check that all accessories are included.

Hot shoe cover
(Installed on camera)

Eyecup
(Installed on camera)

Viewfinder cap

Body mount cover
(Installed on camera)

USB cable
I-USB17

Video cable
I-VC28

Software (CD-ROM)
S-SW43

Strap
O-ST10

AA Alkaline batteries*
(four)

Operating Manual
(this manual)

* The batteries packaged with the camera are for checking the camera's functionality.
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Names of Working Parts

Shutter release button

button

button

button

button

Lens mount index

Tripod socket

Mirror

Focus mode
lever

AF coupler

Lens information contactsLens unlock button

Self-Timer lamp/
Remote control receiver

Battery cover

button

button

/    
button

Four-way controller

e-dial

Main switch

Camera
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Names of Working Parts

button Built-in flash

Hot shoe

Card cover

LCD panel

Diopter adjustment
lever

button

Card access lamp

Card cover
unlock lever

Viewfinder

Mode dial

Strap lug

LCD monitor

USB/ Video
terminal

DC input terminal

Terminal cover

Cable switch
terminal
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Names of Working Parts

The following indicators appear on the LCD monitor depending
on the status of the camera.

Guides appear on the LCD monitor for 3 seconds when powered on or setting dial mode.

1. Flash mode (Active mode appears) (p.47)
2. Drive mode (p.100)
3. AE metering (p.129)
4. AF mode (p.119)
5. Switch focus point (p.120)
6. White balance (p.110)
7. Sensitivity (p.113)
8. Shooting mode (Mode dial position) (p.102)
9. World time warning display (p.159)
10. Date and time (p.158)

* Indicators 3,4,5,6 and 7 only appear when the setting
other than the default setting is selected. 9 only appears
when World Time is On (       ).

Auto Scene

LCD monitor

While Power is On or Operating Mode Dial

Select [Off] for [Guide display] in [       Set-up] to not show indicators. (p.162)

INFORMATION

LCD Monitor Indications
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Names of Working Parts

Capture Mode

Press the            button in capture mode to display the capture function settings on the LCD monitor
for 15 seconds.

1. AF mode (p.119)
2. Shooting mode (p.102)
3. AE metering (p.129)
4. Flash mode (p.47)
5. Drive mode (p.100)
6. Auto bracket (p.142)
7. ISO sensitivity (p.113)
8. Image tone (p.106)
9. Quality level (p.108)

10. Recorded pixels (p.107)
11. Colour space (p.115)
12. White balance (p.110)
13. Date and time (p.158)
14. Focus point location (p.120)
15. Saturation (p.109)
16. Sharpness (p.109)
17. Contrast (p.109)
18. Lens focal length

Detailed Information

Explanation of Set Mode Dial

- Press the four-way controller ( ) to view explanation of set mode dial.
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Names of Working Parts

Playback Mode

The camera switches screen displays every time you press            button during playback.

Detailed Information

1. Captured images
2. Rotate icon (p.62)
3. Image folder number and file number

(p.164)
4. Protect icon (p.75)
5. AF mode (p.119)
6. Focus point information (p.120)
7. Shutter speed (p.133)
8. Aperture (p.135)
9. EV compensation (p.140)
10. Saturation (p.109)
11. Shooting mode (p.102)
12. AE metering (p.129)

13. Flash mode (p.47)
14. Drive mode (p.100)
15. Auto bracket (p.142)
16. Sharpness (p.109)
17. ISO sensitivity (p.113)
18. Image tone (p.106)
19. Contrast (p.109)
20. Quality level (p.108)
21. Recorded pixels (p.107)
22. Colour space (p.115)
23. Lens focal length
24. White balance (p.110)
25. Captured date and time (p.158)

You can change the information initially displayed by pressing the         button. (p.155)

INFORMATION
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Names of Working Parts
Histogram Display

1. Capture quality (Image file type)
2. Image folder number and file number (p.164)
3. Protect icon (p.75)
4. Histogram

Areas where blooming occurred blink if [Bright Portion] warning is on.
Press the four-way controller ( ) in the histogram display to move the Histogram display
position up or down.

INFORMATION
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Names of Working Parts

1. Autofocus frame (p.37)
2. Spot metering frame (p.129)
3. Focus point (p.120)
4. Flash status (p.47)

Appears when flash is available and blinks when flash is recommended but not set.
5. Scene mode icon (p.45)

Icon for Scene mode in use appears.
Night Scene Portrait,       Moving Object,       Macro,        Landscape,       Portrait,        Normal

6. Focus indicator (p.42)
Appears when image is focused.

7. Shutter speed (p.133)
Shutter speed when capturing or adjusting (underlined when shutter speed can be adjusted with e-
dial).

8. Aperture (p.135)
Aperture when capturing or adjusting (underlined when aperture can be adjusted with e-dial).

9. EV compensation (p.140)
Appears when EV compensation is available or in use.
Blinks slowly when compensating flash output.
Blinks quickly when compensating exposure and flash output.
Adjusted value appears where number of recordable images is shown.

1

4

11 12 13 14

5
6 7 8 9 10

2 3

1

Viewfinder Indications
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Names of Working Parts
10. Number of recordable images/ EV compensation

Show the number of recordable images with current quality and recorded pixel setting.
Show the number of continuous shooting recordable images. (p.98)
EV compensation value appears when EV compensation is being adjusted. (p.132)
The difference with the appropriate exposure value appears if exposure mode is      . (p.137)

11. Manual white balance (p.111)
Appears when manual white balance is in use and blinks while adjusting.

12. Manual focus (p.124)
Appears when focus mode is       .

13. ISO sensitivity warning (p.114)
Appears when warning value is exceeded.

14. AE lock indicator (p.141)
Appears during AE lock.

The red indication of the focus point used for autofocus lights up and is superimposed on the view
when the shutter release button is pressed halfway.

INFORMATION
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Names of Working Parts

1. Shutter speed (p.133)
2. Aperture (p.135)
3. Flash mode (p.47)

: Built-in flash is ready
(when blinking, flash should be used)

: Flash off
: Auto discharge
: Red-eye reduction flash on

4. Drive mode (p.100)
: Single frame shooting
: Continuous shooting
: Self-Timer shooting
: Remote control shooting

5. Focus point information (p.120)
No indicator : Auto

: Select
: Centre

6. AE metering (p.129)
No indicator : Multi-segment metering

: Center-weighted metering
: Spot metering

7. Auto bracketing (p.142)
8. White balance (p.110)

(Not displayed when set to Auto)
9. Battery level (p.25)
10. EV compensation (p.140)
11. Number of recordable images/

EV compensation value/ PC (Pb)
(PC=Personal Computer (mass storage),
Pb=PictBridge)

The following information appears in the LCD panel on top of the camera.

LCD Panel Indications



This chapter explains your first steps from purchasing the camera to taking pictures. Be sure to
read it and follow the instructions.
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2 Getting Started
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Attaching the Strap
1. Pass the end of the strap through the strap lug, then secure on

the inside of the clasp.

2. Pass the other end of the strap through the other strap lug on the
camera, then secure on the inside of the clasp.



CR-V3, AA lithium batteries and AA alkaline batteries are not rechargeable.
Do not open the battery cover or remove the batteries while the power is on.
Remove the batteries when you will not use the camera for a long while. The batteries may leak.
If the date and time settings have been reset when you insert new batteries after a long while,
follow the procedure for Setting the Date and Time”.
Insert batteries correctly. Batteries inserted incorrectly may cause a camera breakdown. Wipe the
electrodes of the batteries before inserting.
Replace all the batteries at the same time. Do not mix battery type, brands or an old battery with a
new one.

23

Connecting to a Power Source

1

2

Insert batteries into the camera. Use two CR-V3 or four AA Ni-MH batteries, AA lithium batteries, or
AA alkaline batteries.

1. Push and hold the battery cover unlock lever as shown in the
illustration ( ), and slide the battery cover toward the lens ( ),
and then flip open.

2. Insert the batteries according to the + / - indicators in the
battery chamber.

This camera is packaged with AA alkaline batteries for checking the camera’s functionality but some
other kinds of batteries are also compatible. Refer to “Batteries” (p.24) for details on compatible
batteries and when to use them.

Inserting the Batteries

INFORMATION
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Connecting to a Power Source
3. Press down on the batteries with the battery cover ( ) and

slide it as shown in the illustration ( ) to close.

You can use four kinds of batteries with your camera. Battery performance differs by type. 
Please choose the type that best suits your purpose.

CR-V3 The CR-V3 is a long-life battery and is convenient when travelling.

AA lithium batteries Recommended in cold climates.

AA Ni-MH
rechargeable
batteries

AA alkaline batteries

These are rechargeable and are economical.

Provided with the camera. These are easily obtainable when your usual
batteries run out but they may not support all the camera functions under
certain conditions. We do not recommend their use except in emergencies
and checking the camera's functionality.

1

2

Check the battery orientation if the camera does not operate properly after replacing the batteries.

INFORMATION

Oxyride batteries and rechargeable CR-V3 batteries may cause malfunctions due to their voltage
characteristics so their use is not recommended.

INFORMATION

Batteries
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Connecting to a Power Source

You can confirm remaining battery level by checking the              displayed on the LCD panel.

The still picture storage capacity is based on measuring conditions in accordance with CIPA
standards and the playback time is based on SAMSUNG measuring conditions. Some deviation from
the above figures may occur in actual use depending on shooting mode and shooting conditions.

Battery Level Indicator

Approximate Playback Time (new batteries)

lit : Battery is full.

lit : Battery is running low.

lit : Battery is almost empty.

blink : The camera turns off after displaying a message.

Battery performance temporarily decreases as the temperature decreases. When using the
camera in cold climates, have extra batteries on hand and keep them warm in your pocket.
Battery performance will return to normal when returned to room temperature.
AA alkaline batteries may not support all the camera functions. We do not recommend their use
except in emergencies and checking the camera's functionality.
Have extra batteries ready when travelling overseas, taking pictures in cold climates, or when you
will be taking a lot of pictures.

INFORMATION

1,650 minutes 1,200 minutes 690 minutes 1,030 minutes

1,020 minutes 650 minutes 530 minutes 630 minutes

320 minutes 250 minutes 150 minutes 500 minutes

Normal
recording

Batteries

AA Alkaline Batteries

AA rechargeable batteries

(NiMH)

CR-V3

Playback
time

Flash photography

50% use 100% use
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Connecting to a Power Source

We recommend using the AC adapter D-AC10 (optional) when using the LCD monitor for a long time
or when connecting to your PC.

1. Make sure the camera is turned off before opening the terminal cover.
2. Connect the DC terminal on the AC adapter to the DC input terminal on the camera.
3. Connect the AC plug cord to the AC adapter.
4. Plug the AC cord into the power outlet.

Make sure the camera is turned off before connecting or disconnecting the AC adapter.
Make sure connections are secure between the camera, AC adapter, AC plug cord terminal and
the power outlet. SD Memory Card and data will be corrupted if disconnected while camera is
recording or reading data.
Be sure to read the AC adapter D-AC10 operating manual when using the AC adapter.
The rechargeable batteries in your camera will not charge when connected to the AC adapter.

INFORMATION

Using the AC Adapter (Optional)

1

2

3

4

AC adapter (D-AC10, optional) for PENTAX DSLR camera can be used with SAMSUNG DSLR
camera. 
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Using the memory card

Captured images are recorded on the SD Memory Card. Make sure the camera is turned off before
inserting or removing the SD Memory Card.

1. Press the card cover unlock lever in the indicated direction.
Card cover opens.

2. Insert the card all the way with the SD Memory Card label
toward the LCD monitor.

3. Close the card cover.

Do not remove the SD Memory Card while card access lamp is lit.
Always format new SD Memory Cards before use. Also format SD Memory Cards used with other
cameras. Refer to “Formatting the SD Memory Card” (p.157) for details on formatting.

INFORMATION

Inserting/ Removing the SD Memory Card
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Using the memory card
4. Push the SD Memory Card in once to remove.

The SD Memory Card is equipped with a write-protect switch.
Setting the switch to LOCK protects the existing data by prohibiting
recording of new data, deletion of existing data or formatting of the
card.
Care should be taken when removing the SD Memory Card
immediately after using the camera because the card may be hot.
Do not remove the SD Memory Card or turn the camera off while
data is being saved to the card, images are being played back, or the camera is connected to a
computer with the USB cable. This may cause the data to be lost or the card to be damaged.
Do not bend the SD Memory Card or subject it to violent impact. Keep it away from water and store
away from high temperatures.
Do not remove the SD Memory Card during formatting. The card may be damaged beyond use.
Data on the SD Memory Card may be deleted in the following circumstances.
Samsung Camera does not accept any liability for data that is deleted if
(1) the SD Memory Card is mishandled by the user.
(2) the SD Memory Card is exposed to static electricity or electrical interference.
(3) the card has not been used for a long time.
(4) the card is ejected or the battery is removed while the data on the card is being recorded or

accessed.
The SD Memory Card has a limited service life. If it is not used for a long time, the data on the card
may become unreadable. Be sure to regularly make a backup of important data on a computer.
Avoid using or storing the card where it may be exposed to static electricity or electrical interference.
Avoid using or storing the card in direct sunlight or where it may be exposed to rapid changes in
temperature or to condensation.
For information on compatible SD Memory Cards, visit the Samsung Camera website or contact your
nearest Samsung Camera customer service center.
Always format new SD Memory Cards. Also format SD Memory Cards used with other cameras. 

Formatting the SD Memory Card (p.157)

Write-protect
switch

Precautions When Using the SD Memory Card
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Using the memory card

Choose the number of pixels (size) and quality level (data compression rate) of pictures according to
how you intend to use the pictures you have taken.
Pictures with larger recorded size or the more        are clearer when printed.
The number of pictures that can be taken (the number of pictures that can be recorded on an SD
Memory Card) becomes less with larger file sizes.
The quality of the captured photo or printed picture depends on the quality level, exposure control,
resolution of the printer and a variety of other factors so you do not need to select more than the
required number of pixels. For example, to print in postcard size,          (1536 1024) is adequate. 
Set the appropriate recorded size and quality level depending on purpose.

Choose the appropriate number of recorded pixels and quality level for images on the [       Rec. Mode]
menu.

Setting the Recorded Pixels (p.107)
Setting the Quality Level (p.108)

- The above table shows the approximate image storage capacity and recording time when using a
128 MB SD Memory Card.

- The above figures may vary depending on the subject, shooting conditions, shooting mode, SD
Memory Card and other factors.

Recorded Pixels, Quality Level and Approximate Image Storage Capacity

Recorded Pixels and Quality Level

10 - - -

- 33 68 114

- 50 94 158

- 103 169 266

(3008x2008)

(3008x2000)

(2400x1600)

(1536x1024)

Recorded Pixels

Quality Level
RAW

Best Better Good
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Turning the Camera On and Off
Move the main switch to [ON] position.
The camera will turn on. 
Move the main switch to [OFF] position to turn off the camera.

Always turn the camera off when not in use.
The power will automatically turn off when you do not perform any operations within a set period
of time. (Default setting is 1 minute) (p.164)

INFORMATION
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Initial Settings
The first time the camera is turned on after purchasing, the Initial Settings” screen appears on the
LCD monitor. Follow the procedure below to set the language displayed on the LCD monitor and the
current date and time.
Once setting is done, these will not need to be set again when turning your camera on.

You can choose the language in which the menus, error messages, etc. are displayed from the
following: English, French, German, Spanish, Italian, Swedish, Dutch, Russian, Korean, Chinese
(traditional/ simplified) and Portuguese.

1. Press the four-way controller ( ).

2. Use the four-way controller ( ) to select your applicable
language.
The default setting is English.

3. Press the        button.

Setting the Display Language
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Initial Settings
4. Press the four-way controller ( ).

The cursor moves to [       ].

5. Press the four-way controller ( ) to select the city.

6. Press the four-way controller ( ).
The cursor moves to DST (daylight saving time).

7. Use the four-way controller ( ) to select       (On) or      (Off).

8. Press the        button.
The screen for setting the date and time will be displayed.

When an Incorrect Language is Set

Follow the procedure below to display the screen for setting the language, and go to Step 2 on p.31
to set the language again.

1. Turn the camera off and turn it on again.
2. Press the               button.
3. Press the four-way controller ( ) twice.
4. Press the four-way controller ( ) five times.
5. Press the four-way controller ( ) once.

The screen for setting the language will be displayed.
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Initial Settings

1. Press the four-way controller ( ).
The frame moves to [mm/dd/yy].

2. Use the four-way controller ( ) to choose the date style.

3. Press the four-way controller ( ).
The frame moves to [24h].

4. Use the four-way controller ( ) to select 24h (24 hour
display) or 12h (12-hour display).

5. Press the four-way controller ( ).
The frame returns to [Date Style].

6. Press the four-way controller ( ).
The frame moves to [Date].

Set the current date and time and the display style.

Setting the Date and Time
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Initial Settings
7. Press the four-way controller ( ).

The frame moves to the month.

8. Use the four-way controller ( ) to set the month.
Set the day and year in the same manner.
Next, set the time.
If you select [12h] in Step 4, the setting switches between am and pm depending on the time.

9. Press the        button.
The camera is ready to take pictures. If you set the date and time with the menu operations, the
screen will return to the [ Set-up] menu.
Press the        button again.

You can cancel the setting operation and switch to Capture mode during initial settings by
pressing the               button. In this case, the Initial Settings screen will appear again the next time
you turn the camera on.
When you finish the settings and press the        button, the camera clock is reset to 00 seconds.
To set the exact time, press the        button when the time signal (on the TV, radio, etc.) reaches
00 seconds.
You can change the language and date and time settings with the menu operations. (p.158, p.162)

INFORMATION
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Attaching the Lens
Only D-XENON lenses can be used with this camera. 

1. Check that the camera is off.
2. Remove the body mount cover ( ) and lens mount cover ( ).

Be sure to put the lens down with the lens mount side facing
upward to damage.

3. Align the red dots on the camera and the lens, and secure by
turning the lens clockwise until it clicks.
After attaching, check that the lens is secure. Also check that
the red dots of the lens are on top and attachment portion does
not move sideways.

Turn the camera off before attaching or removing the lens to prevent unexpected lens.

INFORMATION

1

2
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Attaching the Lens
4. Remove the front lens cap by pushing the indicated portions

inward.

To detach the lens, hold down the lens unlock button ( ) and
turn the lens counterclockwise.

The body mount cover ( ) is a cover to prevent damage during shipping. 
We assume no responsibility nor liability for accidents, damages and malfunctions resulting from
the use of lenses made by other manufacturers.
The camera body and lens mount incorporate lens information contacts and an AF coupler. 
Dirt, dust, or corrosion may damage the electrical system.
Clean the contacts with a soft dry cloth.

INFORMATION

3
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Adjusting the Viewfinder Diopter
Adjust the viewfinder to suit your eyesight.
If it is difficult to see the viewfinder image clearly, slide the diopter adjustment lever sideways.
You can slide the diopter from -2.5m -1 to +1.5m-1.

1. Look through the viewfinder and point the camera at a well-lit
scene. Slide the diopter adjustment lever left or right.
Adjust the lever until the AF frame in the viewfinder is focused.

AF Frame

Eyecup is attached to the viewfinder portion when camera
leaves the factory. Diopter adjustment is available with the
eyecup attached. However, adjustment is easier with the
eyecup removed as shown above. To remove the eyecup,
pull upward and remove as shown on the right.
If it is difficult to see the viewfinder image clearly even if you
set the diopter adjustment lever, use the diopter correction
lens adapter (optional). However, the eyecup must be
removed.

INFORMATION
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MEMO


